What is claimed is: 

1 . A line suitable for applying powdered material to a surface in an impacting 
manner, the line comprising: at least one strand of material that has been coated with 
water resistant material. 

2. The line of claim 1 , wherein the water resistant material comprises silicone. 

3. The line of claim 1 , wherein the powdered material comprises chalk. 

4. The line of claim 1 , wherein the powdered material comprises a coloring dye. 

5. The line of claim 1 , wherein the powdered material comprises a mixture 
comprising chalk and a coloring dye. 

6. The line of claim 5, wherein the coloring dye is concrete dye. 

7. A method of treating a snap line used in applying powdered material to a surface 
in an impacting manner, the method comprising the steps of: 

a. providing a snap line comprising at least one strand of material; 

b. applying a water resistant material to the strand; and, 

c. drying the strand. 

8. The method of treating a snap line of claim 7, wherein the step of applying a 
water resistant material to the strand comprises the steps of; 

i. placing the strand of material into a container; and, 

ii. adding the water resistant material into a container 

9. The method of treating a snap line of claim 7, wherein the step of applying a 
water resistant material to the strand comprises the steps of; 

i. providing a container having water resistant material therein; and 
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ii. placing the strand of material into a container. 

1 0. The method of treating a snap line of claim 7, wherein the step of applying a 
water resistant material to the strand comprises the step of propelling the water 
resistant material onto the strand. 

11. A method of treating powdered material suitable for use with a snap line, the 
method comprising the steps of: 

a. providing a container of powdered material; 

b. applying a water resistant material to the powdered material; and, 

c. drying the powdered material. 

12. The method of treating powdered material claim 1 1 , wherein the step of applying 
a water resistant material to the powdered material comprises the step of spraying the 
water resistant material onto the powdered material. 

1 3. The method of treating powdered material of claim 1 1 , wherein the powdered 
material comprises chalk. 

14. The method of treating powdered material of claim 1 1 , wherein the powdered 
material comprises a mixture of chalk and coloring dye. 

15. An improved snap line apparatus of the type comprising a body, with the body 
having an interior configured to retain a predetermined length of line and a 
predetermined quantity of powdered material, and wherein a portion of the 
predetermined length of line may be extended and retracted from the body; the 
improvement comprising: a line that is substantially water repellant. 

16. The apparatus of claim 1 5, further comprising a predetermined quantity of 
powdered material. 
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1 7. The apparatus of claim 1 5, further comprising a predetermined quantity of 
powdered material that is substantially water repellant. 
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